
Classification:IN-CONFIDENCE  

 

Connect 
voltmeter/test 
light between 

battery + 
terminal and 

the 
disconnected 
yellow wire in 

the photo

Meter will  read 
voltage (or light 

will be on)

Disconnect yellow 
wire at the coil 

terminal

Voltage reading 
goes to 0v or  
light goes out

A fault in the 
switching circuit 
cannot blow the 
fuse directly but 

can cause the coil 
to burn out which 
would cause the 

fuse to fail 
possibly

The new coil is  bad . Before you 
replace test the switching side 

(points)

No change to 
meter reading or 

light stays on

There is a short to earth on the 
yellow wire between the coil and 
the connector for the yellow/Red 

wire. Repair as necc

Connect 
voltmeter/test 
light between 

battery + 
terminal and 

the 
disconnected 
switch wire at 

the coil

Rotate the 
engine, does 

the meter 
reading or light 
pulse/fluctuate

Yes it does

No, the light or 
meter reading 
stays constant

The switching circuit is operating 
correctly, replace the  Bad  coil.

Disconnect the 
condenser and 
repeat the test 

rotating the 
engine

Rotate the 
engine, does 

the meter 
reading or light 
pulse/fluctuate

Yes it does

No, the light or 
meter reading 
stays constant

The condenser is  bad  replace the 
condenser and  replace the  Bad  

coil.

There is a short to earth in the 
switch wire between the col and the 
points or the points have closed up. 

Rectify and repeat test. Once 
functioning correctly replace the 

 Bad  coil.
 


